
ENJOY QUALITY, VALUE AND BENEFITS - CALL KAR TODAY!
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Spherical Tip Micrometers

Point Micrometers

Deep Throat Outside Micrometers

Micrometers

928

Outside Micrometers
Sets

Range
(Inch)

Graduation
(Inch) Included in Set Code

0-3 0.0001 103-135, 103-136, 103-217T 103-922

Range
(Inch)

Graduation
(Inch) Included in Set Code

0-6 0.001 103-135, 103-136, 103-217, 
103-218, 103-219, 103-220 103-907-01

Accuracy: ±0.0001” (Except for 103-218, 103-219 and 103-220: accuracy ±0.00015”)

 Graduation: 0.0001”
 Throat depth: 6”
 Flat tips
 Ratchet stop, carbide tips and zero adjusting wrench
 1-2” micrometer is supplied with a setting standard
 Supplied in fi tted storage case

Range
(Inch) Code

0-1 281235
1-2 281236

 Graduation: 0.0001”
 Pointed spindle and anvil tips to measure the web thickness of drills, 

small grooves and keyways
 Measuring tip 30 degree with SR0.012”/0.3mm
 Ratchet stop, carbide tips and zero adjusting wrench
 Micrometers over 1” are supplied with a setting standard
 Supplied in fi tted storage case

Range
(Inch) Code

0-1 281345
1-2 281346
2-3 281347
3-4 281348

 Graduation: 0.0001”
 For measuring wall thickness of tubes
 Anvil tip is spherical, spindle tip is fl at
 Ratchet stop, carbide tips and zero adjusting wrench
 Micrometers over 1” are supplied with a setting standard
 Supplied in fi tted storage case

Range
(Inch) Code

0-1 281457
1-2 281458
2-3 281459


