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Coated Grades - PVD

YBG202

YBM251

YBM151

YBD151

Turning Inserts
WNMG DM for Medium Machining

Coated Grades - CVD

YBD102

Turning

485

ANSI ISO L (Inch) ØI.C. (Inch) S (Inch) Ød (Inch) r (Inch) Code
WNMG-433-DM WNMG-080412-DM 0.343 0.500 0.187 0.203 0.047 575707

ANSI ISO L (Inch) ØI.C. (Inch) S (Inch) Ød (Inch) r (Inch) Code
WNMG-431-DM WNMG-080404-DM 0.343 0.500 0.187 0.203 0.016 575938
WNMG-432-DM WNMG-080408-DM 0.343 0.500 0.187 0.203 0.031 575984
WNMG-433-DM WNMG-080412-DM 0.343 0.500 0.187 0.203 0.047 575709

ANSI ISO L (Inch) ØI.C. (Inch) S (Inch) Ød (Inch) r (Inch) Code
WNMG-332-DM WNMG-060408-DM 0.256 0.375 0.187 0.150 0.031 575902
WNMG-431-DM WNMG-080404-DM 0.343 0.500 0.187 0.203 0.016 575940
WNMG-432-DM WNMG-080408-DM 0.343 0.500 0.187 0.203 0.031 575986
WNMG-433-DM WNMG-080412-DM 0.343 0.500 0.187 0.203 0.047 575711

ANSI ISO L (Inch) ØI.C. (Inch) S (Inch) Ød (Inch) r (Inch) Code
WNMG-332-DM WNMG-060408-DM 0.256 0.375 0.187 0.150 0.031 575904
WNMG-431-DM WNMG-080404-DM 0.343 0.500 0.187 0.203 0.016 575942
WNMG-432-DM WNMG-080408-DM 0.343 0.500 0.187 0.203 0.031 575988
WNMG-433-DM WNMG-080412-DM 0.343 0.500 0.187 0.203 0.047 575713

ANSI ISO L (Inch) ØI.C. (Inch) S (Inch) Ød (Inch) r (Inch) Code
WNMG-431-DM WNMG-080404-DM 0.343 0.500 0.187 0.203 0.016 575944
WNMG-432-DM WNMG-080408-DM 0.343 0.500 0.187 0.203 0.031 575990

  To be used with holders: PWLNR/L; MWLNR/L

EXAMPLE: MWLNR


