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Punch Formers, Punches & Scribers

•	 For use on drill presses, shapers, milling 
machines, planers, or any place where 
leveling is necessary

•	Has a lifting capacity of approximately 
1000 lbs

•	 Base is made of a heavy casting with 
adjustable steel screw and tilting swivel 
head, with lock nut for 
permanent positioning

•	 3” high when closed and 4” high when 
fully extended

•	Cuts rubber, plastic, brass or steel up to 0.025” thick
•	Clear plexiglas top lets you see where you are punching 

for greater accuracy
•	Heat treated tool steel base
•	Compact in size: 3-9/16” x 3-1/16”
•	Weighs 2 lbs., 4 oz.

Machinist’s Jack

Code

416160

Punch & Die Set

Sizes Included
(Inch)

Code

1/8”, 3/16”, 1/4”, 5/16”, 3/8”,
7/16”, 1/2”, 5/8”, and 3/4”

455500

•	 Each end with a double end collet which can be 
reversed to desired size

•	Nickel plated body made of tube to permit use of 
long wire or rods

•	Hand drill and pin vise with swivel head
•	With two double end collets
•	Capacity: 0 to 0.125”

Double End Pin Chuck

Length
(Inch)

Capacity
(Inch)

Code

2-1/2 0 - 3/32 460186

Master Pin Chuck

Code

460187

Pin Hand Chucks
Length
(Inch)

Capacity
(Inch)

Code

3 0 - 0.040 460181
3-1/2 0.030 - 0.062 460182
3-3/4 0.050 - 0.125 460183
4-1/8 0.115 - 0.187 460184
SET: 4 Pieces: 0 - 0.187” capacity 460185


