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Metric

Micrometer Heads with Non-Rotating Spindles

Metric

Micrometer Heads

Electronic Micrometer Head
Coolant Proof

Micrometers

934

 Resolution: 0.00005”/0.001mm
 IP54 Ingress protection level
 Fixing neck length: 0.689” (17.5mm), diameter 12+0/-0.472” 

(-0.01mm), spindle diameter: 0.256” (6.5mm)
 Buttons: power on/off, inch/mm conversion, absolute and incremental 

measurement, data set
 Auto power off
 SR44 battery
 Ratchet friction thimble, fl at carbide tip

Range
(Inch/mm) Code

0-1/0-25 282583

Inch

 Neck diameter: 0.4724” ±0.0004”/12mm ±0.011mm
 Neck length for 0-1”/0.25mm: 0.689”/17.5mm
 Neck length for 0-2”/0-50mm: 1.140”/29mm
 Flat carbide tip
 Ratchet stop
 Adjustment wrench included

Range
(Inch)

Graduation
(Inch) Code

0-1 0.001 282606
0-2 0.001 282616

Range
(mm)

Graduation
(mm) Code

0-25 0.01 282605
0-50 0.01 282615

Inch

 Neck diameter: 0.4724” ±0.0004”/12mm ±0.011mm
 Neck length: 0.394”/10mm
 Flat carbide tip
 Adjustment wrench included

Range
(Inch)

Graduation
(Inch) Code

0-1 0.001 282610

Range
(mm)

Graduation
(mm) Code

0-25 0.01 282609


