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Machine Accessories

•	All main parts made of ductile cast iron
•	Adjustable handle for convenient positioning
•	 Ram finite control with smooth gears
•	 Four 90 degree equally divided slotted round table

NOTE: Not recommended for broaching

Base
Dimensions

(Inch)

Press
Height
(Inch)

Press
Tons

Maximum
Work Height

(Inch)

Swing
(Inch)

Table
Diameter

(Inch)

Ram
Dimensions

(Inch)
Code

9.25 x 4.02 10 0.5 4.5 3.3 3.5 0.75 x 0.75 680105
10.63 x 5 12.6 1 5.5 4.1 4.3 1 x 1 680110

15.75 x 6.69 17.5 2 8.5 5.3 6.7 1.25 x 1.25 680115
18.5 x 7.87 22.4 3 12.5 5.3 6.7 1.5 x 1.5 680120

26.77 x 9.84 31.5 5 18.5 9.6 9.8 2 x 2 680130

Base
Dimensions

(Inch)

Press
Height
(Inch)

Press
Tons

Maximum
Work Height

(Inch)

Largest
Arbor
(Inch)

Table
Diameter

(Inch)

Ram
Dimensions

(Inch)

Ram
Length
(Inch)

Press
Distance

Ram/Column
(Inch)

Code

4 x 9.5 10 0.5 4.5 1.12 3.35 0.75 x 0.75 7.5 3.37 218002
5 x 11 12 1 5.25 1.37 3.54 1 x 1 9.5 4.25 218003

6.75 x 17 17 2 8.5 1.75 6.5 1.25 x 1.25 14 6 218004
8 x 8 21.5 3 12.62 2.5 7.48 1.5 x 1.5 18 6 218005

Arbor Presses
Standard & Economy

Standard

Economy

Power Table Feed
•	 Smooth running with high torque maximum of 650 in/lb
•	New and stronger design assures long trouble-free life
•	 Electrical and mechanical parts are designed for easy maintenance

 Specifications:
 Voltage: 110V, 50/60Hz
 Speed Range: 4-160 RPM
 Rapid Speed: 200 RPM
 Max. Torque: 650 lbs/in
 Dimensions: 290 x 200 x 320mm
 Weight: 6.3kg

Code

302235

Replacement Circuit Board

Code

302236


