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Steel/Semi-Steel – 4-Jaw Chucks

Combination Universal/Independent Lathe Chucks

Chuck Diameter
(Inch)

Hole Diameter
(Inch)

Weight
(lbs) Code

8 2.17 41.4 355190
10 2.99 65.0 355191
12 4.05 120.0 355192
16 5.35 194.0 355193
20 7.48 330.0 355194
25 9.92 551.0 355195

Semi-Steel – Plain Back – Series 4605 Steel – Plain Back – Series 4805
Chuck Diameter

(Inch)
Hole Diameter

(Inch)
Weight

(lbs) Code

8 2.17 43.0 355196
10 2.99 68.3 355197
12 4.05 124.0 355198
16 5.35 198.0 355199
20 7.48 342.0 355200
25 9.92 573.0 355201

Steel/Semi-Steel – 4-Jaw Chucks

Independent Lathe Chucks

•	Semi-steel/steel body
•	Solid reversible jaws individually adjustable 

(Steel plain back chuck has two-piece jaws)
•	Scroll and jaws hardened and ground

Standard Accessories:
•	1 set of solid reversible jaws
•	1 wrench
•	1 set of mounting screws

Optional Accessories:
Set of two-piece reversible jaws
Soft top jaws

Chuck
Diameter

(Inch)

Bore
Diameter

(Inch)

Weight
(lbs) Code

3-1/2 1.00 3.4 355206
5 1.02 8 355207
6 1.65 9 355208
8 1.97 32 355209
10 2.56 55 355210
12 3.15 88 355211
16 3.93 139 355212
20 4.93 231 355213
25 6.30 364 355214
32 7.87 700 355215

32T 10.50 672 355216
36 7.48 800 355217

Semi-Steel – Plain Back – Series 4304 Steel – Plain Back – Series 4303

Steel plain back chucks have two-piece jaws

Chuck
Diameter

(Inch)

Bore
Diameter

(Inch)

Weight
(lbs) Code

8 1.97 35 355218
10 2.56 59 355219
12 3.15 95 355220
16 3.93 150 355221
20 4.93 250 355222
25 6.30 390 355223
32 7.87 750 355224
36 7.48 856 355225
40 7.48 1367 355226
49 7.48 2138 355227




